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Ij SELECT DESIRED PEDESTAL AND LEVELING PLATE:

[]4X-41/2"X41/2" X 5/8" X 3/16" SPACER RIB
(114MM X 114MM X 16MM X 4.75MM SPACER RIB)

[]5X-51/2"X51/2" X 5/8" X 1/4" SPACER RIB
(140MM X 140MM X 16MM X 6MM SPACER RIB)

(] 6X-53/4" X 53/4" X 5/8" X 1/8" SPACER RIB
(146MM X 146MM X 16MM X 3MM SPACER RIB)

(17X -7 3/4"X 7 3/4" X 7/8" X 1/4" SPACER RIB

(197MM X 197MM X 22MM X 6MM SPACER RIB) 1/2 PEDESTALS AT EDGES

1/4 PEDESTALS FOR ANGLED OR CURVED PAVER SUPPORT
(REMOVE ONE SPACER RIB)

TO AVOID ACCIDENTAL DISLODGING, OR REMOVAL,

J L ADHERE PART PAVERS TO ADJOINING PAVERS
USING APPROVED CAULKING
PARPET WALL OR SIMILAR
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PLAN VIEW

BEARING AREA OF THE PAVE-EL PEDISTAL WITH COMPRESSIVE STRENGTH
MODEL BEARING COMPRESSIVE COMPRESSIVE
AREA STRENGTH (40PSI) STRENGTH (60PSI)
4X 16.8 SQ.IN (108.39 SQ.CM) 672 LBS 1008 LBS
5X 20.79 SQ.IN (134.19 SQ.CM) 831.6 LBS 1247.4 BS
6X 25.1007 SQ.IN (161.94 SQ.CM) 1004.03 LBS 1506 LBS
7X 45.502 SQ.IN (293.56 SQ.CM) 1820.08 LBS 2730.12 LBS

NOTES:

1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER'S SPECIFICATIONS.

2. DO NOT SCALE DRAWING.

3. THIS DRAWING IS INTENDED FOR USE BY ARCHITECTS, ENGINEERS, CONTRACTORS, CONSULTANTS AND DESIGN PROFESSIONALS
FOR PLANNING PURPOSES ONLY. THIS DRAWING MAY NOT BE USED FOR CONSTRUCTION.

4. ALL INFORMATION CONTAINED HEREIN WAS CURRENT AT THE TIME OF DEVELOPMENT BUT MUST BE REVIEWED AND APPROVED BY

THE PRODUCT MANUFACTURER TO BE CONSIDERED ACCURATE.

CONTRACTOR'S NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT www.CADdetails.com/info AND ENTER
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